
Baffles
Baffles is a range of high performance acoustical baffles, available in 

two standard dimensions, with integrated suspension anchor factory 

fitted for easy alignment and installation.



Thickness (mm) 40

Modules (mm) 1200 x 400 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . BAF1200RE
1800 x 400 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . BAF1800RE

Suspension
Systems

Hanging Wire Kit . . . . . . . . . . . . . . . . . . . . . . . . . . . . HWKA
Prelude 24 Hanging Kit – Black  . . . . . . . . . . P24HKBZC
Prelude 24 Hanging Kit – White . . . . . . . . . .  P24HKWH
Baffles Connector Kit  . . . . . . . . . . . . . . . . . . . . . . . .  BCKI

Sustainability

Acoustics

Fire Reaction

Performances
& Features

Installation
Options

zentia.com

 Modern linear appearance

 Great acoustic performance: Reduce noise  
 levels, increase speech intelligibility and   
 reduce reverberation time in the space

 Integrated suspension anchor factory fitted  
 for easy alignment and installation

 Install individually or in groups

 High light reflectance for energy savings

 Ideal for schools, offices, leisure centres
 and transport hubs

85%

Kg

EN 13964 / E1

87% 90% RH

1200 x 400: 2.5 kg/pc
1800 x 400: 4 kg/pc

Euroclass A2-s2, d0
EN 13501-1

Key Features

If you would like to order a sample or have any queries about this product please contact our 
Technical Sales Team on 0800 371 849 or email enquiries@zentia.com

30 Year
System
Guarantee

EN ISO 354
& EN ISO 11654

Hz aa P

aaW Class NRC 125 250 500 1000 2000

Baffles row at 400mm centres 0.60(MH) C 0.65 0.15 0.40 0.55 0.85 0.80

Module 1200 x 400 mm Module 1800 x 400 mm
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